
Product Specifications

DBL7483
LUBE FILTER, SPIN-ON FULL FLOW 

DONALDSON BLUE

Why Choose Donaldson Blue® Filters?

Donaldson Blue® lube filters are designed specifically for 

extended maintenance programs. 

• Proven Synteq™ – media delivers greater efficiency and 

higher contaminant holding capacity. 

• Removes more than 90% of contaminants 10 microns or 

larger (cellulose filters typically remove 50% or less). 

• Twice the contaminant holding capacity of standard 

cellulose filters – for longer filter life. 

• Direct replacements to standard filters – no system 

modifications.

Attributes

Outer Diameter 108 mm (4.25 inch)

Thread Size 1 1/8-16 UN

Length 262 mm (10.31 inch)

Gasket OD 99 mm (3.90 inch)

Gasket ID 90 mm (3.54 inch)

Efficiency 99% 15 micron

Efficiency Test Std ISO 4548-12



Media Type Synteq

Collapse Burst 10.3 bar (149 psi)

Type Full-Flow

Style Spin-On

Brand Donaldson BLUE®

 

Other Information

UPC Code 742330103951

The information contained herein is general in nature and may not reflect actual information 

regarding the part at time of shipment. Parts may originate in more than one country – the 

actual country of origin and HS Code will be reflected on the Commercial Invoice(s) that 

accompanies the goods.
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