
Product Specifications

P784457
AIR FILTER, PRIMARY RADIALSEAL

Why Choose Donaldson Replacement Filters?

Replacement filters for Mann+Hummel® Europiclon® Air 

Cleaners deliver superior performance and proven 

protection. 

• High-efficiency cellulose media is a proven performer 

across a wide range of heavy-duty diesel engine 

applications. 

• Unique sawtooth design compresses to cushion and hold 

the filter in place, providing a secure seal – even in severe 

environments. 

• RadialSeal™ design allows for fast filter changes. 

• Durable structural support protects filters from damage or 

collapse in heavy vibration applications or humid conditions.

Attributes

Outer Diameter 266 mm (10.47 inch)

Inner Diameter 168 mm (6.61 inch)

Length 490 mm (19.29 inch)

Efficiency 99.9

Efficiency Test Std ISO 5011

Primary Application MERCEDES-BENZ A4760940004

Type Primary



Style Radialseal

Brand RadialSeal™

Media Type Cellulose, Flame Retardant

 

Other Information

UPC Code 742330162736

The information contained herein is general in nature and may not reflect actual information 

regarding the part at time of shipment. Parts may originate in more than one country – the 

actual country of origin and HS Code will be reflected on the Commercial Invoice(s) that 

accompanies the goods.
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